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販売・サービス拠点

Geometry Vertical θ/θ

Goniometer Radius Variable radius 200-300 mm

Max. usable angular range Standard range -2 to 80 deg θ, Range can be customized depending on application

Scanning Speed 0.0001º ~ 100º/min (2θ)

Motor Step Resolution 0.0001º

Accuracy < ± 0.01° 2θ

X-ray Beam Focusing mirror, parallel beam mirror, Johansson K-alpha1 Ge monochromator, 2 bounce monochromators

Slits Divergence, Antiscatter, Soller slits, Receiving 
All sizes customizable per customers requirement and detector selection.

Achievable peak width Standard < 0.05° 2θ Width. Other widths depending on which x-ray beam optics installed

X-ray Tube Standard: Long Fine, Fine, Normal or Broad focus ceramic x-ray tubes Anodes: Cu, Cr, Co, Mn, Mo

X-ray tube cooling Internal water cooling radiator and tank

X-ray Power Supply 3000W

Detectors DECTRIS Mythen2 Linear Detector, DECTRIS Pilatus3 100K Area Detector
Silicon Point Detector (SPD)

Standards and Safety Compliant with CE, ANSI N43.2, Interlocked enclosure door for auto x-ray off.

Sample Holders 6 standard sample holders 25 mm diameter

Reference Sample LaB6 powder

Dimensions (W x D x H) 1435 x 915 x 1950 mm

Enviromental Cells Temperature, Pressure, Low and High Vacuum

Power Requirements 200-240VAC, 50/60 Hz, 25A
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実験室における高出力、高精度測定装置

弊社は継続的な研究開発に取り組んでいるため、この刊行物の仕様は変更されることがあります。詳細は弊社まで、ご確認ください。
このパンフレットの様々な項目や方法は、特許または申請中の特許によって保護されています。
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X線光学系

 

アクセサリー   

XRDWIN 2.0 PD ソフトウェア

様々なアプリケーションに対応するカスタマイズ性能

X線管球
3000ワット(60 kV / 
50 mA) Cu, Cr, Co,
 Mn, Mo より選択可

FEATURES & OPTIONS

TECHNOLOGY THAT DELIVERS ACCURATE RESULTS

粉末パターンのデータ収集と分析の両方を可能にした
X線回折ソフトウェアは、定性的および定量的分析のため
のソフトウェアです。 
XRDWINのユニークな機能のいくつかは以下の通りです。
・機器のウォームアップと制御
・セグメント化およびバッチモード収集を含む柔軟な
                                                                 データ収集オプション
・圧力および温度環境セル制御
・ピークサーチ
・ピークを含むプロファイル分析
・微結晶のサイズとひずみ
・結晶性
・強度比法
・スパイク方法
・リートベルト精密化
IICDD PDFデータベースとCODデータベースを利用し
検索や照合します。 MDI Jadeインターフェースも利用
可能です。

光電子増倍管検出器（フォトンカウンティングディテクタ）
   -  1280チャンネル高速ソリッドステートリニア検出器
        - 同時マルチチャンネル収集により、
             従来の検出器よりも短時間（数十秒）で収集
                が可能※条件により異なる
                - シリコンストリップ技術を用いたX線の検出
                  -  1×10 ^ 9カウント/秒のグローバル
                                                                            カウントレート
                 - 高速での収集時間
                 -  64 mm x 8 mmのセンサー領域
                - 優れたS / N比と非常に高いダイナミックレンジ
              - 蛍光抑制モード

オイラークレードル、X、Yサンプルステージ、
面内検出器走査アーム、オイラークレードル用
回転φステージ、Rx、Ryチルトステージ。

環境の制御
高温、高圧、低真空、高真空

多層X線光学系（平行または集束）、
Johansson Kalpha1、2
バウンスGe結晶。


